
FEATURES AND BENEFITS

Application Surface First Coat Second Coat(option)
Prepped concrete 200 -300 sq ft 300-400
*Coverage rates vary depending upon surface porosity and texture, and application thickness.

Heal and Seal Cure is recommended for use on new or existing unsealed Pool Decks, Exposed Aggregate
Concrete, Broom Finish Concrete and Troweled Concrete, & other unsealed porous concrete & masonry surfaces.
Other uses may be acceptable.

PRODUCT DESCRIPTION

TECHNICAL INFORMATION

COVERAGE
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Penetrating and NON-acrylic film forming cure and seal.

Heal and Seal Cure is a reactive bonding curing compound and water repellent with outstanding coverage
and penetration on concrete substrates. Heal and Seal Cure’s one of a kind patented inorganic formulation in
a water base provides superior water and salt resistance compared to standard acrylic curing agents and
colloidal based products. Improved resistance to de-icing road salts, salt water pool systems, rain, sleet and
snow are achieved with our advanced formula. Heal and Seal Cure also meets cure & seal specs ASTM C-
309, Type 1, Class A

Physical Properties General Values
Weight/gl 8.5
% Solid N/A
V.O.C. <125 g/L
Color/odor Light milky solution

Low VOC Water base concrete curing agent

Dry time 1-4 hrs. Foot traffic 4-8hrs. Vehicle traffic 24-48hrs. Recoat within 30 days
Blush resistance great. Solvent resistance none.

●  Increases surface density by reducing porosity
●  Requires no rinsing & disposal and will not leave residue on surface
●  Stands up to heavy abrasion and foot traffic while providing excellent slip resistance
●  Does not interfere with application of concrete dyes
●  Serves as superior primer for additional sealer or coating
●  Neutral appearance

TYPICAL APPLICATIONS



•• If applying over an existing colored surface, proper adhesion and compatibility tests are essential. When using this product, the
substrate preparation, application, performance and all other liabilities are strictly the end users responsibility. Walttools and it’s
affilitates offers no guaranty, warranty or other claims to the success or results from the use of this product. Walttools warrants the
product to be free of defects and will replace or refund the purchase price of the product in the case that said products are proven
defective. Any consequential damages including any labor costs are not covered by this warranty and are therefore not recoverable
from the manufacturer or associated reseller.

SURFACE PREPARATION: All areas you do not want sealed should be masked off properly using proper tape and plastic.
Surfaces to be sealed should be free of dust, residue, and contamination. Surfaces should be dry of free standing water.
SURFACE PREP: Cover or mask all areas not to be sealed. Concrete or masonry surface must be unsealed, as well as clean and free
of all contaminants and water. Do not apply if rain is forecast within 24 hours. If the surface is not clean and free of all contaminants,
the sealer may have adhesion and reaction issues. On fresh concrete the bleed water must off the surface. Bleed water can inhibit the
functions of Walttools Cure.
Always test surface porosity prior to application. The proper application surface should allow water to quickly soak into the substrate.
Substrate temperature and Ambient temperature must be no less than 50 degrees F and not exceed 80 degrees F. If applied outside these
limits the sealer may not achieve proper cure. The material performs best when it’s temperature at the time of application is between
60º F - 70º F.
MIXING: Although not necessary, we recommend lightly stirring prior to using. Material may separate during long term storage.
For use as a cure and seal compound and water repellent on freshly placed concrete, ensure all bleed water has dissipated prior to
application.
APPLICATION: Apply using an 3/8” to a 1/2” long nap roller cover using long even uniform strokes at approximately 150-300
square feet per gallon, depending job requirements, porosity and texture of substrate. A sprayer may be used as well. Upon initial
application, Heal and Seal Cure will create a slightly white surface that will absorb quickly into the concrete, typically within
10 minutes. Thick or puddle areas should be spread to areas where absorption can continue. Failure to quickly remove puddle areas can
result in areas that will not cure out properly. For best results, apply a second application 24 hrs after application of the first coat, or
prior to subjecting the surface to traffic. This will ensure maximum protection from water, salts and other contaminants.

PLEASE NOTE: It is always recommended to test the product in a small, inconspicuous area (on the same concrete substrate) for
desired results prior to application. Coverage rates may vary for all coatings and substrates depending on porosity, density, texture
etc. When applying, do not exceed 400 sq. ft. per gallon. Applying too thin of a coating may cause inadequate film formation or
performance expectations may be limited.

Sprayers and applicators should be thoroughly cleaned with soap and water before the sealer dries.
Dried, cured sealer may be removed with denatured alcohol or commercial paint stripper, sandblasting method or similar mechanical
action, however, it may be impossible to remove all of the product due to it’s excellent penetration properties.

Please consult Material Safety Data Sheet (MSDS) and read Warranty information prior to use. This information can be requested
by contacting customer service at 815.941.4215.

INSTRUCTIONS

PRECAUTIONS AND LIMITATIONS

CLEAN-UP AND REMOVAL

NOTES
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►Heal and Seal Cure may freeze during storage or transportation. Freezing may damage sealer. Do not allow
to freeze!
►All bleed water should gone from surface prior to application on fresh concrete.
►Water Repellency may take 2448 hours for maximum protection.
►Coverage rates depend upon many conditions including application method, surface porosity, applicator, etc.
►Heal and Seal Cure works best when applied in one coat @ 150-200 square feet per gallon.
►This product should not change the slip coefficient of the concrete surface.
►It is not recommended to thin Cure . Improper thinning may cause sealer to not perform adequately.
►Heal and Seal Cure may slightly change the surface of a new and existing concrete slabs. Test prior to use.


